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APPLICATIONS

The MCS5 force and torque transducer is particularly
suitable for applications requiring simultaneous meas-
urement of several forces and moments, or measure-
ment of forces that change direction and position over
time. Applications for this transducer include research
and development in machining, robotics, ocean engi-
neering and aerospace. Itis commonly used in test
frames and orthopedic simulators.

DESCRIPTION

The MCS5 force and torque transducer measures loads
in the range between the capacities of AMTI's popular
MC3 and MCS8 transducers. It is available with verti-
cal force capacities of 5,600 to 45,000 N (1,250 to
10,000 Ibs) and corresponding horizontal force and
moment capacitites (see table on reverse side). these
sensors are available with one to six outputs corre-
sponding to Fx, Fy, Fz, Mx, My, and Mz. Models with
custom capacitites and layouts are available for spe-
cial applications.

The MCS5 has five-inch diameter circular top and bot-
tom surfaces manufactured from high strength alu-
minum with an anodized finish. An elastomeric O-ring
seal protects the strain gages and wiring, and internal
sealing of the strain gages further ensures long life
and consistent, reliable performance.
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CALIBRATION

Each sensor is inspected and tested in AMTI's cali-
bration facility. The calibration procedure involves
loading the transducer with ten point uniaxial loads at
eight precise locations. These load sets are used by
our calibration software to provide the six main sen-
stivity terms along with calibration matrices for
crosstalk compensation.

AMPLIFICATION

The MCS5 force and torque sensor incorporates strain
gages and a precision element to isolate and measur¢
applied forces and moments. As with most conven-
tional strain gage transducers, bridge excitation and
signal amplification are required. AMTI's amplifiers are
stable high gain devices which provide excitation and
amplification for multiple channels in one convenient
package. AMTI's amplifiers process the signals from
the transducer and provide outputs suitable for an A/C
converter and digital computer or other recording
instrument.

CUSTOM

AMTI also offers many other multi-axis transducers to
meet your specific needs. Units smaller than 1 inch
(2.54 cm) in diameter and large transducers with
200,000 pound vertical capacities are available as
standard products. Many of our sensors are water-
proof and custom transducers are routinely designed
and manufactured. Contact AMTI for additional infor-

mation.
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